To Ensure That Your Vehicle Wrap Will Be Flawless
Please Follow These Measurement Instructions
Shooting The Sides:

You need to shoot only one side of the vehicle for a template, just make sure
that it is the side with the gas cap. The only time you will need to shoot both
sides of the vehicle is when the two sides do not mirror each other, i.e. fleet vans
that have a door and/or window on one side only, or vehicles that have retrofitted machinery or body modifications unique to one side of vehicle only.

Alignment In The Lens:

By standing back approximately 15-30 feet (or more), you should be able to
center the vehicle left to right in the view finder. You need to be centered top
and bottom as well. If it’s a small car and you are a tall person, you need to
kneel down to the correct height for a square shot.

Looking Through Your View Finder:

Use the grid function on your camera, or imagine the view finder is cut into four equal
vertical sections and three equal horizontal sections. The total car must fit in the middle
two vertical quarters, leaving the first and last quarter open. It must fit within the middle
horizontal third. This will greatly assist the artist in scaling the image.

Centering The Shot:

Once the vehicle is aligned and centered, snap your shot as parallel as possible with the
vehicle body. Double check to make sure camera angle isn’t skewing up, down, left or
right.

Common Center Point:
Shooting The Hood:

For hoods and trunks, center a ladder in front/back of the vehicle. This shot
doesn’t require as much negative space as the side shot does, but make sure to
have some space on the left and right of this shot as well. A 6’ ladder works well
for this. Your goal is to get the hood as flat as possible, so angle the camera to
match the angle of the panel. There is also no set distance for this shot; you may
need to be closer for smaller panels and may need to move back a few feet for
larger panels.
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Now print out your photos and use
those for recording your measurements
(It helps to print the vehicle photo out at 50% gray (black and white) prior to measuring.)

Measuring:

Using a seamstress tape measure, get as many detailed measurements as possible.
Please be clear with your start and stop points. Write a note to let us know your
method of measurement on a separate piece of paper. i.e., inside of the moldings,
or outside of the moldings. Accuracy when measuring is a must.
The soft seamstress tape measure is more accurate and a lot less likely to scratch the vehicle
during the measuring process. You will need to feed the tape measure in and out of all
moldings, recesses and body rolls for the “total material usage” measurement.

Roofs:

If you can photograph the roof that is helpful. If not, simply sketch out the
shape with the appropriate measurements. We’ll determine sizes from there.

Notes:

It usually helps to have no zoom in the photo.
Take several shots of each view.
Shoot the gas cap side of the vehicle on the side shot.
Print the vehicle in 50% grey prior to measuring.
Use the highest possible quality setting on your camera.
You can never have too many measurements, but it’s easy to have too few.

Top Left: Minimum Number Of Side Measurements
Top Right: Minimum Number Of Nose Measurements
Bottom Left: Minimum Number Of Back Measurements
Bottom Right: Minimum Number Of Hood Measurements
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Far Left: Minimum
Number Of Roof
Measurements
Left: Hand Drawn
Roof Example

